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must be conducted as a part of each
production test.

§ 163.003–29 Effective date and status
of prior approval.

(a) Approval certificates for pilot lad-
ders issued under subpart 160.017 termi-
nate on March 31, 1982.

(b) Applications for approval of pilot
ladders under this subpart will be ac-
cepted on and after December 31, 1982.

(c) In previous regulations, pilot lad-
ders were referred to as Type I—Rope
Suspension Ladders.

PART 164—MATERIALS

Subpart 164.003—Kapok, Processed

Sec.
164.003–1 Applicable specifications.
164.003–2 Grades.
164.003–3 Material and workmanship.
164.003–4 Inspections and tests.
164.003–5 Procedure for approval.

Subpart 164.006—Deck Coverings for
Merchant Vessels

164.006–1 Applicable specifications.
164.006–2 Grades.
164.006–3 Construction, materials, and work-

manship.
164.006–4 Inspection and testing.
164.006–5 Procedure for approval.

Subpart 164.007—Structural Insulations

164.007–1 Applicable specification and ref-
erenced material.

164.007–2 Purpose.
164.007–3 Conditions of approval.
164.007–4 Testing procedure.
164.007–5 Test requirements.
164.007–6 Test report.
164.007–7 Analysis of results.
164.007–8 Retests.
164.007–9 Procedure for approval.

Subpart 164.008—Bulkhead Panels

164.008–1 Applicable specification and ref-
erence material.

164.008–2 Conditions of approval.
164.008–3 Testing procedure.
164.008–4 Test requirements.
164.008–5 Test report.
164.008–6 Retests.
164.008–7 Procedure for approval.

Subpart 164.009—Noncombustible
Materials for Merchant Vessels

164.009–1 General.
164.009–3 Noncombustible materials not re-

quiring specific approval.

164.009–7 Contents of application.
164.009–9 Procedure for approval.
164.009–11 Furnace apparatus.
164.009–13 Furnace calibration.
164.009–15 Test procedure.
164.009–17 Density measurement.
164.009–19 Measurement of moisture and

volatile matter content.
164.009–21 Laboratory report.
164.009–23 Factory inspection.
164.009–25 Marking.

Subpart 164.012—Interior Finishes for
Merchant Vessels

164.012–1 Applicable specifications.
164.012–5 Scope.
164.012–10 Requirements.
164.012–11 Marking.
164.012–12 Recognized laboratory.
164.012–13 Examinations, tests, and inspec-

tions.
164.012–14 Procedure for listing and labeling.
164.012–15 Termination of listing and label-

ing.

Subpart 164.013—Foam, Unicellular Poly-
ethylene (Buoyant, Slab, Slitted Trigo-
nal Pattern)

164.013–1 Scope.
164.013–2 Incorporation by reference.
164.013–3 Material properties and workman-

ship
164.013–4 Samples submitted for acceptance.
164.013–5 Acceptance tests.
164.013–6 Production tests, inspections, and

marking.
164.013–7 Marking.

Subpart 164.015—Plastic Foam, Unicellular,
Buoyant, Sheet and Molded Shape

164.015–1 Applicable specifications and
standards.

164.015–2 Types.
164.015–3 Material and workmanship.
164.015–4 Inspections and tests.
164.015–5 Procedure for acceptance.

Subpart 164.018—Retroreflective Material
for Lifesaving Equipment

164.018–1 Scope.
164.018–3 Classification.
164.018–5 Specifications and standards incor-

porated by reference.
164.018–7 Approval procedures.
164.018–9 Design requirements.
164.018–11 Approval tests.
164.018–13 Production inspections.

Subpart 164.019—Personal Flotation Device
Components

164.019–1 Scope.
164.019–3 Definitions.
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